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8' - 0"

8' - 0 1/2"

NO WORK THIS
AREA - TYP.

PUBLIC CORRIDOR
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SERVICE CORRIDOR
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267A

SLOPE DOWN 2.8%

SLOPE DOWN 2.8%

SLOPE UP 2.8%

SLOPE UP 2.8%

PORTION OF CORRIDOR TO BE ELIMINATED IF
DEDUCT ALTERNATE #1 ACCEPTED - PUBLIC
CORRIDOR INTERIOR FINISHES WILL BE
INCLUDED IN SINGLE WIDE OPTION WITH
ADDITIONAL FLOOR BUMPER ADDED
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MULE STORAGE
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DOORS WILL BE BI-
PARTING ON HOLD
OPENS IN DEDUCT
ALTERNATE 3

DOORS WILL BE BI-PARTING ON
HOLD OPENS IN DEDUCT
ALTERNATE 3.

BID ALTERNATE #1

DEDUCT ALTERNATE #1 -
PROVIDE DOUBLE DOORS,
ELEVATED METAL GRATE
LANDING AND STAIRS

DOUBLE DOORS TO EXISTING
COURTYARD WILL REMAIN
IN DEDUCT ALTERNATE 3 & 4.

DIVIDING WALL WILL BE
ELIMINATED ENTIRELY

EXTERIOR WALL CONFIGURATION &
CONSTRUCTION INCLUDING GLAZING
WILL REMAIN AS DRAWN (ELIMINATE ONE
WINDOW)

SINGLE STORY ROOFED AREA
OVER EMR, TACK ROOM AND
MECHANICAL ROOM IN
DEDUCT ALTERNATE 3

STEEL BEAM AT ROOF WILL BE W8x18'S -
TYP BOTH SIDES OF CONNECTOR

BID ALTERNATE #3

ELIMINATE LOADING DOCK

AE-202

5

FUTURE CONSTRUCTION

EL. 7' - 0"

EL. 11' - 0"

AE-203

4

EMERGENCY GENERATOR FUEL
TANK IN CONCRETE VAULT
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NEW DOOR

(RELOCATE

ROOF LADDER

AND HATCH)

Biomed
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Recyc/trash
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Electric
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Storage
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Corridor
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CONCRETE FOOTING W/

REINFORCING - SEE STRUC'L

DWGS

FOAM SHAPED SILL WITH

DRIP EDGE.

CEILING SYSTEM, SEE

CEILING PLAN

STL. JOIST & MTL. DECK, SEE

STRUCT. DWGS.

ONE HOUR RATED PER UL#

D780

REINFORCED CONC. SLAB

VAPOR BARRIER

COMPACTED GRAVEL BED, SEE

STRUCT. DWGS.

2" PERIMETER RIGID

INSULATION, TYP.

ALUMINUM WINDOW

1:2 MIN SLOPE ON ALL

HORIZONTAL EIFS

SURFACES

3" DRAINABLE EIFS, R=15, ON

WEATHER RESISTANT BARRIER

OVER 5/8" WATER RESISTANT

GYPSUM SHEATHING BOARD ON

6" METAL STUDS W/ R-13 BATT

INSULATION

5/8" GYP. BD. OVER 6"

MTL STUDS

FLOORING - SEE ROOM

FINISH SCHEDULE

BEDROOM 104

FOUNDATION

PERIMETER DRAIN
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SIM

EL. 11' - 0"

EL. 0' - 0"

T/SLAB

2
' 
- 

0
"

AE-502

2
SIM 1' - 4"

3" DRAINABLE EIFS, R=15, ON

WEATHER RESISTANT BARRIER

OVER 5/8" WATER RESISTANT

GYPSUM SHEATHING BOARD ON

6" METAL STUDS W/ R-13 BATT

INSULATION

FOAM SHAPED SILL WITH DRIP

EDGE

STOP EIFS, 8" FROM GRADE PER

MANUFACTURER'S SPECIFICATIONS.
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RELOCATE DEMENTIA UNIT

BID DOCUMENTS

SCALE  1/8" = 1'-0"

BID ALTERNATE - CONNECTOR PLAN
1

BID ALTERNATE #1:

· ELIMINATE LOADING DOCK IN IT’S ENTIRETY, SEE 1/AE-950 AND CIVIL DRAWINGS FOR EXTENT OF

ASPHALT PAVEMENT WORK.

· ELIMINATE TOILET AND BATH ACCESSORIES. REFER TO DRAWING AE-105, AE-106, AE-401 & AE-402

FOR SCOPE.

· ELIMINATE MEDICATION CABINETS AT EACH RESIDENT ROOM ENTRY. REFER TO DRAWING AE-701

FOR SCOPE.

· ELIMINATE KITCHEN EQUIPMENT. REFER TO DRAWING QF 101 FOR SCOPE.

· ELIMINATE SIGNAGE AND LOCKERS. REFER TO DRAWINGS AE-906, AE-907, AE-908, & AE-105 FOR

SCOPE.

· INSTALL EIFS IN LIEU OF MASONRY VENEER. REFER TO DRAWINGS AE-201, AE-202, AE-203, & WALL

SECTION 3/AE-950 FOR SCOPE.

BID ALTERNATE #2:

· ELIMINATE HEALING GARDEN, LANDSCAPE EDGING, SIDEWALLS AND PAVERS. REFER TO DRAWINGS

CS-105, CS-108, CS-109, LP-101, LP-105, & LP-106 FOR SCOPE.

· ELIMINATE PNEUMATIC TUBE STATION. REFER TO AE-720, AE-721, & AE-722 FOR SCOPE.

BID ALTERNATE #3:

· CONNECTOR REDUCED BY 9’ IN WIDTH, SEE NOTES ON THIS SHEET FOR MORE INFORMATION.

BID ALTERNATE #4:

· DELETE INSTALLATION OF DUAL CONNECTOR AND INSTALL LOW VOLTAGE POWER DUCT BANK. SEE

MECHANICAL DRAWINGS.  FOR LOCATION AND EXTENT OF WORK

· SEE FLOOR PlAN 2/AE-950 FOR SECOND FLOOR LAYOUT.

SCALE  1/8" = 1'-0"

BID ALTERNATE #4 PARTIAL SECOND FLOOR
2

SCALE  1/2" = 1'-0"

BID ALTERNATE #1 - WALL SECTION
3

BID ALTERNATE LIST:


